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SERIES HPRV-750 Flow Datasheet 
 
 
Description 
 
Flow information stated in this 
addendum is for HPRV Series 
Inline Valves in the 3/4” NPT port 
configuration.    For all 3/4” valve 
types other than Inline (HPRVM 
and HPRVA), consult factory.   
 
 
 
 
 
 
                   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                   *flow rates listed are at 110% pressure accumulation above nominal spring set pressure. 
                    **published reseat values are on decreasing pressure after the valve has achieved 110% flow condition. 
 
 
                                      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Nominal Set 
Pressure 

Range 
(PSI) 

Orifice 
(in) Kd Flow* 

(SCFH N2) 
Minimum 
Reseat** 

- Less than 75 Consult Factory 
140 72-175 0.750 0.285 23,580 

85% 200 176-240 0.750 0.280 32,230 
300 241-310 0.750 0.265 44,805 
400 311-450 0.750 0.256 57,095 
500 451-575 0.750 0.164 45,425 

80% 700 576-810 0.750 0.159 61,200 
1000 811-1250 0.750 0.155 84,750 

- 1251-2400 Consult Factory 

 
 
PROPER COMPONENT SELECTION - When specifying a component, the total system design must be considered to ensure safe and trouble-free 
performance.  Intended component function, materials compatibility, pressure ratings, installation, environment and maintenance are the responsibility of the 
system designer. 
 


