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MAX. INLET PRESSURE 400 PSI (27.6 BAR)
NON RELIEVING

THIS DOCUMENT CONTAINS INFORMATION THAT IS CONFIDENTIAL AND PROPRIETARY TO
GENERANT CO. INC.. THIS DOCUMENT IS FURNISHED ON THE UNDERSTANDING THAT THE
DOCUMENT AND INFORMATION IT CONTAINS WILL NOT BE COPIED OR DISCLOSED TO
OTHERS EXCEPT WITH THE WRITTEN CONSENT OF GENERANT. IT WILL NOT BE USED FOR
ANY PURPOSE OTHER THAN CONDUCTING BUSINESS WITH GENERANT, AND WILL BE
RETURNED AND ALL FURTHER USE DISCONTINUED UPON REQUEST BY GENERANT.

PARTS LIST
ITEM #| DESCRIPTION PART NUMBER MATERIAL
1 BODY, 1/4” 4 PORT JUNIOR REGULATOR J—1-4P-250 BRASS
2 BONNET J—2A BRASS
3 KNOB J=3A BRASS
4 ADJUSTMENT SCREW J—3B BRASS
5 PANEL NUT G—4008 BRASS
6 ADJUSTMENT SCREW, WASHER J—6T TEFLON
"A” RANGE SPRING, 0—55 PSI G-112-A MUSIC WIRE
7 "B” RANGE SPRING, 5—125 PSI G-112-B MUSIC WIRE
"C” RANGE SPRING, 10—200 PSI G-112-C MUSIC WIRE
8 GASKET, DIAPHRAGM FIBRE J=12-F RED FIBRE
9 DIAPHRAGM J-9 BUNA—N/NYLON
10 DIAPHRAGM, WASHER J=10 BRASS
K STEM J=14 BRASS
12 VALVE SPRING G-116 302 SST.
13 BOTTOM CAP J=17 BRASS
14 TEFLON GASKET J—18T TEFLON
15 DIAPHRAGM RIVET J—8 BRASS
16 VALVE ASSEMBLY J—15V BRASS/VITON
17 STAINLESS ROLL PIN G-120 18—8 SST.
18 1/8" NPT PLUG  (NOT SHOWN) 1/8 PLUG BRASS

J — JUNIOR REGULATOR NON RELIEVING

HOW TO ORDER
J=250—-A-P-X

SERIES

(2) 1/8” OUTLET PRESSURE
GAUGE PORTS

PORT SIZE
125 — 1/8" NPT
250 — 1/4” NPT

T— OPTION

REGULATOR CAN BE SUPPLIED
CLEANED AND PACKAGED
FOR OXYGEN SERVICE

ADD P FOR PANEL MOUNT

OUTLET PRESSURE RANGE
A 0 — 50 PSI
B 5 - 125 PSI

C 10 — 200 PsSI
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TITLE:

CONCENTRICITY: .005 T.I.R.
FINISHED SURFACES: 63 Ra  [QA. SCALE:
BREAK CORNERS/EDGES: .016 MAX. 1:1
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